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TYPE Il BARRICADES. N

- FLASHING ARROW PANEL

CONCRETE MEDIAN BARRIER

- PAVEMENT MARKING REMOVAL

- REFLECTORIZED PLASTIC DRUM
ENERGY ABSORPTION ATTENUATOR

- FLOW OF TRAFFIC

PORTABLE CHANGEABLE MESSAGE SIGN

SIGN /BARRICADE NOTES:

2.

ALL SIGNS SHALL BE 48" x 48" BLACK ON ORANGE.

ALL SIGN STANDS AND POST INSTALLATION SHALL BE NATIONAL
COOPERATIVE HIGHWAY RESEARCH PROGRAM REPORT 350 (NCHRP)
COMPL | ANT.

ALL SIGNS SHALL BE IN ACCORDANCE WITH THE CURRENT EDITIONS

OF THE "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES" (MUTCD)
AND THE STANDARD HIGHWAY SIGNS" BOOK (SHS) PUBLISHED BY THE
FEDERAL HIGHWAY ADMINISTRATION (FHWA),

AS A MINIMUM, ROLL-UP SIGN MATERIAL SHALL HAVE ASTM
D 4956-01 TYPE VI FLUORESCENT ORANGE RETRO-REFLECTIVE
SHEET ING.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR ALL TEMPORARY
PROJECT SIGNING. COST WILL BE INCIDENTAL TO ITEM 641.10
TRAFF IC CONTROL (INTERSTATE 91).

ALL POST MOUNTED SIGNS SHALL HAVE ASTM D 4956-0I1 TYPE VII,
TYPE VIII OR TYPE IX FLUORESCENT ORANGE RETRO-REFLECTIVE
SHEET ING.

ALL TRAFFIC CONES, BARRICADES AND DRUMS SHALL USE TYPE VII
OR TYPE IX RETRO-REFLECTIVE SHEETING.
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QQ TRAFFIC CONTROL PLAN - ROLLING ROAD BLOCKS

¥ n
NOT TO SCALE STOP AHEAD" SIGN SHALL BE LOCATED 1500 FT

FROM THE START OF ANY LANE CLOSURE TAPERS.
THE "BE PREPARED TO STOP"SIGN WILL BE
LOCATED!Y2, MILE FROM THE START OF THE
TAPER AND SO ON UNTIL THE 'ROAD WORK

AHEAD" SIGN WHICH WILL BE LOCATED 2'/,

ROLLING ROAD BLOCK NOTES:
8. SEE VTrans STANDARDS E-100, E-102, E-102A, E-103, E-106, E-107, E-107A AND E- 108 FOR

ADDITIONAL INFROMATION AND INFORMATION NOT SHOWN, MILES FROM THE START OF THE TAPER.
g. THE CONTRACTOR SHALL COVER SIGNS FOR ANY LANE OR SHOULDER CLOSURES IMMEDIATELY o 3 DAY

AFTER THE CLOSURE OF THE ENTIRE INTERSTATE. IMMED IATELY BEFORE REOPENING THE INTERSTATE, TEMP MILES MONTH. DATE

SIGNS FOR LANE/SHOULDER CLOSURES WILL BE UNCOVERED. CLOSURE AHEAD ﬂME(AM'W?PM)

PCMS - MESSAGES 7 DAYS PRIOR TO
CLOSING THE ENTIRE INTERSTATE

10. THE PORTABLE CHANGEABLE MESSAGE SIGNS (PCMS) SHALL BE PLACED 3 MILES PRIOR TO THE
PROJECT LOCATION START OR THE START OF TAPERS FOR LANE CLOSURES. THE PCMS SHALL BE SET UP

7 DAYS IN ADVANCE OF THE CLOSING OF THE ENTIRE INTERSTATE. SEE THIS SHEET FOR PCMS MESSAGES. PCMS PLACED ON 1-91 ONLY
1. PCMS SHALL ALSO BE PLACED ON ROUTE 5 PRIOR TO 1-91 EXIT 4 NORTHBOUND ON-RAMP AND EXIT 5
SOUTHBOUND ON-RAMP. EXACT LOCATIONS SHALL BE APPROVED BY THE RESIDENT ENGINEER. CAUTION 3 KEEP
TRAFFIC MILES SAFE
2. ADVANCE WARNING SIGNS SHALL BE PLACED ON BOTH THE LEFT AND RIGHT SIDES OF THE NORTHBOUND STOPPED| | AHEAD | [DISTANCE

AND SOUTHBOUND LANES. THE NUMBER OF BLUE LIGHTS SHALL BE THE SAME FOR BOTH THE

ALL PCMS - MESSAGES ONCE THE ESCORT BEGINS
NORTHBOUND AND SOUTHBOUND L ANES.

3. THREE (3) MILES PRIOR TO THE PROJECT LOCATION OR THE START OF THE TAPERS FOR LANE CLOSURES,
TWO BLUE LIGHTS SHALL ESCORT TRAFFIC TO A STOP 500 FEET FROM THE START OF THE PROJECT
LOCATION OR START OF THE TAPERS FOR LANE CLOSURES.

PROJECT NAME:
PROJECT NUMBER:

PUTNEY

4. ONCE THE TwWO BLUE LIGHTS BEGIN ESCORTING TRAFFIC THE CONTRACTOR SHALL PROVIDE A SWEEP IM-09]-1(3I)

VEHICLE TO CLEAR THE TRAFFIC FOR COMMENCEMENT OF THE GIRDER PLACEMENT.
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|5, TRAFFIC SHALL NOT BE STOPPED FOR MORE THAN 30 MINUTES AS ALLOWED. ?\ PROJECT LEADER: DRAWN BY:
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